
Estación de soldadura de 
alimentación CDA
La estación perfecta para aplicaciones que requieren manos 
libres para soldar cables, conectores, transformadores o 
componentes THT.

Utiliza el soldador de alimentación AP250, una gran 
herramienta para tareas repetitivas que garantiza un fácil 
control de la cantidad de estaño dispensado. La 
herramienta de soldadura AP250 funciona con la gama de 
cartuchos C250.

Proporciona la mejor calidad de soldadura gracias 
al sistema de soldadura más eficiente de JBC y, además, los 
modos de suspensión e hibernación ayudan a prolongar la 
vida útil de las puntas.

Esta estación incluye:

Vídeos

Más vídeos en nuestro canal de YouTube

 Configuración rápida y sencilla de la estación gracias al
teclado de 7 teclas.

 Portacartuchos para almacenar hasta cuatro cartuchos,
así como Extractor de Cartuchos y Colector de Cables.

 Conectividad a Extractor de Humos JBC (conector RJ12).

https://www.tch.es/descargas/videos/videos-soldadura/
https://www.tch.es/descargas/videos/videos-soldadura/
https://www.tch.es/catalogo-online/soldadura/
http://www.tch.es
https://www.youtube.com/watch?v=iiJqgkIfmFY
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 RJ12).

Ficha Técnica 

Herramienta soldadura de 
alimentación AP250

Esta herramienta es ideal para tareas repetitivas y, con 
su diseño ergonómico mejorado, garantiza la máxima 
comodidad a la hora de trabajar.

La herramienta AP250 asegura un fácil control y 
administración de la cantidad de estaño dosificado 
presionando el gatillo con una sola mano. Además, 
incorpora un tornillo antirrotación que ajusta la 
alineación del cartucho para adaptarse al componente.

Funciona exclusivamente con unidades de control 
DIU , DDU y DMU cuando se usa el soporte APS y la 
estación de alimentación de soldadura CDA.

Utiliza la gama de cartuchos C250 y ya tiene el 
cartucho C250403 insertado.

También se proporciona con la boquilla alimentadora, 
el carrete SN5450 correspondiente y un juego de 
accesorios.

Gama de cartuchos C250
Ref. Description Image and dimensions

Suggested 
components

Compatible with

C250420
Conical Bent 

Cartridge
Ø 0.4 mm
Ø 0.016 in

Package 0201, 0402
Fine pitch 0.65 mm

QFP, IC

Stations:
AL, CDA

Tools:
AL250, AP250

C250401
Conical Bent 

Cartridge
Ø 0.6 mm
Ø 0.023 in

Package 0603
QFP, IC

Stations:
AL, CDA

Tools:
AL250, AP250

C250402
Conical Bent 

Cartridge
Ø 0.8 mm
Ø 0.031 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

https://www.tch.es/catalogo-online/soldadura/
https://www.tch.es/catalogo-online/soldadura/
https://www.tch.es/descargas/videos/videos-soldadura/
https://www.tch.es/descargas/videos/videos-soldadura/
http://www.tch.es
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Ref. Description Image and dimensions
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components
Compatible with

C250403
Conical Bent 

Cartridge
Ø 1 mm

Ø 0.039 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250409
Conical Bent 

Cartridge
Ø 1.7 mm
Ø 0.067 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250410
Conical Bent 

Cartridge
Ø 2.2 mm
Ø 0.087 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250404
Chisel Bent Cartridge

1.2 x 0.7 mm
0.047 x 0.028 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250405
Chisel Bent Cartridge

1.8 x 0.8 mm
0.071 x 0.032 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250406
Chisel Bent Cartridge

2.2 x 1 mm
0.087 x 0.039 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250418
Chisel Bent Cartridge

3.2 x 1.5 mm
0.126 x 0.059 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250
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components
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C250412
Chisel Bent Cartridge

4.8 x 1.5 mm
0.189 x 0.059 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250407
Chisel Cartridge

1.2 x 0.7 mm
0.047 x 0.028 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250408
Chisel Cartridge
2.2 x 1 mm S1

0.087 x 0.039 in
General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250413
Chisel Cartridge
2.2 x 1 mm S2

0.087 x 0.039 in
General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250411
Chisel Cartridge

4.8 x 1.5 mm
0.189 x 0.059 in

General use

Stations:
AL, CDA

Tools:
AL250, AP250

C250426
Bevel Cartridge 

Ø 1.3 mm
Ø 0.051 in

Drag soldering
Through-hole

Stations:
AL, CDA

Tools:
AL250, AP250
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Suggested 

components
Compatible with

C250414
Bevel Cartridge 

Ø 2.2 mm
Ø 0.087 in

Drag soldering
Through-hole

Stations:
AL, CDA

Tools:
AL250, AP250

C250424
Bevel Cartridge 

Ø 3 mm
Ø 0.118 in

Drag soldering
Through-hole

Stations:
AL, CDA

Tools:
AL250, AP250

C250415
Bevel Cartridge 

Ø 3.8 mm
Ø 0.149 in

Drag soldering
Through-hole

Stations:
AL, CDA

Tools:
AL250, AP250
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